
 

 

873 EAST BALTIMORE PIKE  #451  

KENNETT SQUARE PA 19348  

PHONE: (610) 998 -1370  Fax: (610) 998 -1379  

www.ksmetals.us  

K & S METALS  
ELECTRICAL BOX AND PANEL MFG. CO., I NC  

Electrical Enclosures  

2009-1 



 

 

Phone 610-998-1370  Fax 610-998-1379  



 

 

www.ksmetal.us 

Page 3  

Table of Contents 

Ordering and Product Information    Page 4 

NEMA 1 Screw Cover and Hinge Cover Enclosures    Page 6  

 NEMA 1 Screw Cover Wireway      Page 12 

 Type 3 Weather Proof Enclosures     Page 16 

 Type 3R Rain Tight Enclosures     Page 18 

 Current Transformer Cabinets      Page 20  

  



 

 

Phone 610-998-1370  Fax 610-998-1379  

Page 4  

Manufacturing in the united states for over 50 years  

 

Terms and Conditions  

Galvanized boxes in stock for immediate delivery.  

No return goods will be accepted unless authorized by the factory. Items returned to factory will 
incur a 30% restocking charge.  

Special sizes and types of enclosures can be fabricated to customerôs specifications. Contact fac-
tory for quote.  A minimum charge of $160 applies on one special box. Special or made to order 
enclosures cannot be canceled and are not returnable.  

For shipments $1000 net and over are prepaid and fully allowed. 

 

Notes of special interest  

 

When ordering boxes and cabinets, state the size as follows: Height, Width, Depth. 

To expedite production please include the following information when ordering special boxes: 

Type- Hinge Cover (HC) or Screw Cover (SC) 

Mountingï Flush or Surface 

Knockoutsï With (KO) or Without (NK) 

Hinged SideðFirst Dimension 

Widthï Second Dimension 

Depthï Third Dimension 

Hardwareï Specific locking or non-locking catch.  

Boxes greater than 6ò or heavier than code gauge are normally furnished without knockouts, 
unless specified.   
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National Electrical Code Extract 

(NFPA 70, National Electrical Code 2002) 

Thickness of Metal 

CUTOUT BOXES AND CABINETS WITH HINGE COVER DOORS OR SCREW 
COVERS. 

No. 16 gauge steel is used where no surface area exceeds 360  square  inches and if no di-
mension is over 24 inches.  

No. 14 gauge is used where no surface areas exceeds 1000 square inches, and if no dimen-
sion is over 40 inches.  

Conductor Table  

Wireway Size  

(inches) 

Maximum Cable Size 

(AWG or MCM) 

Allowable Cable Area  

(sq. in.) 

2.5 x 2.5  2 1.2 

4x4 4/0 3.2 

4x6 4/0 4.8 

6x6 500 7.2 

8x8 500 12.8 

10x10 1250 20.0 

12x12 2000 28.8 

Size and Number of conductors: No de-rating necessary when there are no more than 30 conductors and 
does not exceed 20% of any cross section (N.E.C. 362-4) (UL 870-6.1).  
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Application  

Used as wiring boxes, junction boxes and pull boxes.  

Enclosures are constructed for indoor use to provide 
protection to personnel against incidental contact with 
enclosed equipment and to provide a degree of protection 
against falling dirt (UL50 5.1.7, 2007). 

Construction  

Enclosures and covers are fabricated from galvanized 
steel. 

Covers secured to body with plated screws. 

Enclosures are available with or without knockouts or 
flush mounted covers.  

All enclosures are manufactured to UL50 specifications 
and bare their label.  

Special sizes available call for quote.  

Type 1 Surface Screw 

Cover Pull Boxes  

TYPE 1 Screw cover boxes  
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Catalog Number 
Size, Inches Height, Width, 

Depth 
Standard Bundle 

Weight Per Bundle 
Lbs.  

444SC 4x4x4  10 20 
664SC 6 x 6 x 4 10 33 
864SC 8 x 6 x4 10 40 
884SC 8 x 8 x 4 5 25 
1084SC 10 x 8 x 4 5 30 
10104SC 10 x 10 x 4 5 33 
12104SC 12 x 10 x4 5 35 
12124SC 12 x 12 x 4 5 43 
15154SC 15 x 15 x 4 1 10 
16164SC 16 x 16 x 4 1 10 
18124SC 18 x 12 x 4 3 30 
18184SC 18 x 18 x 4 2 34 
24244SC 24 x 24 x 4 1 30 
30304SC 30 x 30 x 4 1 40 
666SC 6 x 6 x 6 6 26 
886SC 8 x 8 x 6 3 18 
1086SC 10 x 8 x6 3 8 
10106SC 10 x 10 x 6 3 25 
1286SC 12 x 8 x 6 3 25 
12106SC 12 x 10 x 6  3 11 
12126SC 12 x 12 x 6 3 30 
15156SC 15 x 15 x 6  1 15 
16166SC 16 x 16 x 6  1 18 
18126SC 18 x 12 x 6 2 30 
18186SC 18 x 18 x 6 2 36 
20206SC 20 x 20x 6 1 16 
24186SC 24 x 18 x 6 1 28 
24246SC 24 x 24 x 6 1 35 
30306SC 30 x 30 x 6 1 57 
36366SC 36 x 36 x 6 1 77 
12128SC 12 x 12 x 8 2 24 
18128SC 18 x 12 x 8 1 18 
18188SC 18 x 18 x 8 2 44 
20208SC 20 x 20 x 8 1 45 
24188SC 24 x 18 x 8 1 33 
24248SC 24 x 24 x 8 1 40 
30308SC 30 x 30 x 8 1 60 
36368SC 36 x 36 x 8 1 100 
121210SC 12 x 12 x 10 3 10 
181810SC 18 x 18 x 10 1 24 
242410SC 24 x24 x 10 1 45 
303010SC 30 x 30 x 10 1 62 
363610SC 36 x 36 x 10 1 95 
121212SC 12 x 12 x 12 2 15 
181812SC 18 x 18 x 12 1 25 
242412SC 24 x 24 x 12 1 50 
303012SC 30 x 30 x 12 1 70 
363612SC 36 x 36 x 12 1 124 

TYPE 1 Screw cover boxes  

www.ksmetals.us 
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Application  

Used as wiring boxes, junction boxes and pull boxes.  

Enclosures are constructed for indoor use to provide protection to  
personnel against incidental contact with enclosed equipment and 
to provide a degree of protection against falling dirt (UL50 5.1.7, 
2007). 

Construction   

Enclosures and covers are fabricated from galvanized steel. 

Enclosures are available with or without knockouts. 

All enclosures are manufactured to UL50 specifications and 
bare their label.  

Special sizes available call for quote.  

Boxes are hinged along the long side unless specified.  

Plated butt hinges standard.  

Please specify hardware listed on page 10.  

Removable back panels available, contact factory for quote.              

Type 1 Hinge Cover Box 

with Knockouts and 

Handle  

 

TYPE 1 HINGE COVER BOXES  
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Catalog Number 
Size, Inches Height, Width, 

Depth 
Standard Bundle 

Weight Per Bundle 
Lbs.  

444HC 4x4x4  10 20 
664HC 6 x 6 x 4 10 33 
864HC 8 x 6 x4 10 40 
884HC 8 x 8 x 4 5 25 
1084HC 10 x 8 x 4 5 30 
10104HC 10 x 10 x 4 5 33 
12104HC 12 x 10 x4 5 35 
12124HC 12 x 12 x 4 5 43 
15154HC 15 x 15 x 4 1 10 
16164HC 16 x 16 x 4 1 10 
18124HC 18 x 12 x 4 3 30 
18184HC 18 x 18 x 4 2 34 
24244HC 24 x 24 x 4 1 30 
30304HC 30 x 30 x 4 1 40 
666HC 6 x 6 x 6 6 26 
886HC 8 x 8 x 6 3 18 
1086HC 10 x 8 x6 3 8 
10106HC 10 x 10 x 6 3 25 
1286HC 12 x 8 x 6 3 25 
12106HC 12 x 10 x 6  3 11 
12126HC 12 x 12 x 6 3 30 
15156HC 15 x 15 x 6  1 15 
16166HC 16 x 16 x 6  1 18 
18126HC 18 x 12 x 6 2 30 
18186HC 18 x 18 x 6 2 36 
20206HC 20 x 20x 6 1 16 
24186HC 24 x 18 x 6 1 28 
24246HC 24 x 24 x 6 1 35 
30306HC 30 x 30 x 6 1 57 
36366HC 36 x 36 x 6 1 77 
12128HC 12 x 12 x 8 2 24 
18128HC 18 x 12 x 8 1 18 
18188HC 18 x 18 x 8 2 44 
20208HC 20 x 20 x 8 1 45 
24188HC 24 x 18 x 8 1 33 
24248HC 24 x 24 x 8 1 40 
30308HC 30 x 30 x 8 1 60 
36368HC 36 x 36 x 8 1 100 
121210HC 12 x 12 x 10 3 10 
181810HC 18 x 18 x 10 1 24 
242410HC 24 x24 x 10 1 45 
303010HC 30 x 30 x 10 1 62 
363610HC 36 x 36 x 10 1 95 
121212HC 12 x 12 x 12 2 15 
181812HC 18 x 18 x 12 1 25 
242412HC 24 x 24 x 12 1 50 
303012HC 30 x 30 x 12 1 70 
363612HC 36 x 36 x 12 1 124 

TYPE 1 HINGE COVER BOXES  
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Flush slot latch  

Part #: 610L5N01 
Qtr. Turn Knob  

Part #: 610L5N03 

Pad Lockable Handle 

with 3 Point Catch  

Part #: 37-5665X 

Hasp And Staple  

Part #: F2664 

Tee Handle  

Specify Locking or Non-locking   
Part #: 15766 

Locking Disc Tumbler  

Part #: 15751 

Optional Hardware for Hinge Cover Boxes  
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Type 1 Hinge cover cutout boxes  

Application  

Used as wiring boxes, junction boxes and pull boxes.  

Enclosures are constructed for indoor use to provide protection to 
personnel against incidental contact with enclosed equipment and 
to provide a degree of protection against falling dirt (UL50 5.1.7). 

Construction  

Enclosures and covers are fabricated from galvanized steel. 

Enclosures are available with or without knockouts.  

All enclosures are manufactured to UL50 specifications and bare their label.  

Cover is secured with formed hinges on one side and a dimple friction catch on the opposite 
side.  

Cover is furnished with a recessed pull ring.  

Boxes are hinged along the long side unless specified.  

Catalog Number 
Size, Inches Height, Width, 

Depth 
Standard Bundle 

Weight Per 
Bundle Lbs.  

4553HC 4.5* x 5 x 3  10 17 
4593HC 4.5* x 9 x 3 10 25 
663HC 6 x 6 x 3 10 28 
693HC 6* x 9 x 3  10 30 
444HC 4x4x4  10 20 
664HC 6 x 6 x 4 10 33 
864HC 8 x 6 x4 10 40 
884HC 8 x 8 x 4 5 25 
1084HC 10 x 8 x 4 5 30 
10104HC 10 x 10 x 4 5 33 
12104HC 12 x 10 x4 5 35 
12124HC 12 x 12 x 4 5 43 
18124HC 18 x 12 x 4 3 30 
18184HC 18 x 18 x 4 2 34 
666HC 6 x 6 x 6 6 26 
886HC 8 x 8 x 6 3 18 
1086HC 10 x 8 x 6 3 8 

10106HC 10 x 10 x 6 3 25 

12106HC 12 x 10 x 6  3 11 
12126HC 12 x 12 x 6 3 30 
18126HC 18 x 12 x 6 2 30 
18186HC 18 x 18 x 6 2 36 

* Hinged side  


